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US 1 (Rhode Island Ave)

1. The intersections of US 1
(Rhode Island Ave) / 37 th St shall be interconnected with the

IT. INTERSECTION OPERATION

Bunker Hill Fire Station Signal. The Fire House Signal shall rest in a Flashing
“Red” mode until pre-empted by the fire station pushbutton. During pre—emption,
the eastbound traffic signals at the Tntersection of US 1 (Rhode Island Ave) /
MD 208 (38 th St) shall operate in a “Green” phase while +the remaining directions
shal |l operate in a “Red” phase. Likewise, the Fire House Signal shall operate in a
Flashing “Ye!low” phase. Lastiys during pre-emption., the westbound traffic signals
at +he intersection of US 1 (Rhode Island Ave} / 37 th St shall operate in a “Green”
phase while the while the westbound direction operates in a “Red” phase.

2. A existing, eight-phase controller with ai! necessary equipment housed a NEMA
size "6" base-mounted cabinet at the interssction of US 1 (Rhode Island Ave) /
MD 208 (38 th St) shall be utilized for the operation of the Fire House Signal.

1. The Contractor shall be responsible for terminating all signal cables,
excluding interconnect. to the appropriagte terminals and shall properly
label each cable.

and may not be complete. The Contractor shall be responsiblie for notifying Miss Utility
prior to construction so that all utilities may be located in the field.
perceives that a confiict between the utilities and the traffic signal will occur. the

Contractor shall notify the Project Engineer immediately so that the conflict may be resolved.

EQUIPMENT LIST

EQUIPMENT TO BE SUPPLIED AND INSTALLED BY THE MSHA SIGNAL SHOP

DESCRIPTION

NEMA load switch
Relay (110/120 volt) 11 pin

Relay base

This project involves the installation of a Fire House Signal with
interconnect at the Bunker Hill Fire Stotion on US 1
is assumed to run a north—-south direction.

(Rhode Island Ave) /7 MD 208 (38 +h St) and

PHASE CHART

PHASE CHART

2. All controller cabinet wiring will be psrformed by the S.H.A. Signal Shop
Contact Mr. Ed Rodenhizer(Dave Swartz) at (410) 787-7650 seventy—two hours in
advance of intended work.

3. All underground and overhead utilities shown on these plans are schematic only

EQUIPMENT TO BE FURNISHED AND/OR INSTALLED BY THE CONTRACTOR

DESCRIPTION

Maintenance of traffic per
assignment.

Class 2 Excavation.
(for sidewalk removal)

Test Pit Excavation
4" concrete sidewalk.

ang instail 12% vehicular
signal head section

Furnish
traftfic

and install 8" vehicular
signal head section.

Furnish
+raffic

Furnish and install 27’ mast arm
pole and 70’ mast arm.

Furnish and install 3" schedule
80 rigid polyvinyl chloride
conduit - trenched

Furnish and install concrete
for signal foundation.

Furnish and install No. 6
AWG stranded bare copper
ground wire.

Furnish and instgl!l 3" schedule
80 rigid polyviny!l chloride
conduit - bored.

Furnish and install electrical
handhole.

Furnish and install 12-pair
communication cable. jelly-
filled. (undergroundi.

Furnish and install ground
rod — 374" x 10'.

Furnish and install electrical
cable - 5 conductor {No. 14
AWG).

Furnish and install electrical
cable — 5 conductor (No. €12
AWG).
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